
Traffic Safety at a Construction Site 

Facility: Written By: Approved By: Date Created: Date of Last Revision 

     

 

 Hazards Present: PPE or Devices  Required: Additional Training Required: 

Vehicle traffic Hi Vis Clothing Flagperson Training 

Pedestrian traffic Hard Hat  

Moving equipment Steel Toed Boots  

   

   

 

Safe Work Procedure: 

 
1) Wear hi vis clothing 
2) Keep out of lifting areas and from beneath loads 
3) Don’t approach until you communicate with the operator and they acknowledge you. If you can’t see 

the operator, they can’t see you 
4) Stay clear of vehicles and know the traffic control area 
5) Stand alone on the shoulder in clear view 
6) Stay alert 
7) Treat motorists with respect and courtesy 
8) Know the work area and the work zone 
9) Use designated equipment routes 
10) Always provide clear signage for workers and traffic.  

 
 

 
If an emergency situation occurs while conducting this task, or there is an equipment malfunction, engage the 

emergency stop and follow the lock out procedure 
 

REPORT ANY HAZARDOUS SITUATIONS TO YOUR SUPERVISOR 
 

Guidance Documents/Standards: 
 

MB Workplace Safety & Health Act & Regulations: 
Part 6 PPE 

Part 20 Vehicular and Pedestrian Traffic  
 

This Safe Work Procedure will be reviewed any time 
the task, equipment or materials change and at a 

minimum of every three years 

Reviewed By WSH Committee: 
 
 
Date: 
 

 

 

 


