
Washing Portable Toilets  

 

Facility: Written By: Approved By: Date Created: Date of Last Revision 
     

 

 Hazards Present: PPE or Devices  Required: Additional Training Required: 
Slip/Trip Steel toed boots (rubber 

boots) 

 

Airborne particles Eye protection  
 Hand protection  
 Rain suit may be required  

Safe Work Procedure: 

1) Bring portable toilet to be washed in to washing area. 
2) Put on proper protective clothing and gloves.  
3) Turn on water supply to pressure washer. 
4) Ensure that proper sanitizing solution is mixed and is evenly sprayed on unit 
5) Pull out wand and amount of hose needed. 
6) Turn on power to washer and maintain a firm grip on the wand. 
7) Keep wand pointed at portable toilet or part being washed, do not aim at others or yourself. 
8) When clean, shut off power first and then water supply. 
9) Coil up hose and wand and put away. 

 
If an emergency situation occurs while conducting this task, or there is an equipment malfunction, engage the 

emergency stop and follow the lock out procedure 
 

REPORT ANY HAZARDOUS SITUATIONS TO YOUR SUPERVISOR 
 

Guidance Documents/Standards: 
MB Workplace Safety & Health Act & Regulations:  

4 General Workplace Requirements 
6 Personal Protective Equipment 

This Safe Work Procedure will be reviewed any time 
the task, equipment or materials change and at a 

minimum of every three years 

Reviewed By WSH Committee: 
 
Date: 
 

 

 

 


